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BY SPECIALIST ON 114X38 S.W
WALL PLATE ON ROOF PITCH

PREFABRICATED ROOF TRUSSES
AT 1200 CENTRES APPROX. CENTRES ON
HARVEY CONCRETE ROOFING TILES ON 76x50MM S.W

20 DEGREES

PLASTER PAINTED
INTERNAL WALLS

FOR ALL WCS, SHR & KITCHEN

F.G.L

see foundation
to roof detail

20°

ver

TO 2200
WALLTILES

114X38mm WALL PLATE.

HARVEY CONCRETE TILES ON 76x50MM S.W

ABOVE.

400X400 CONC PAVING SLABS ON SAND

R.W.P BRACKET

 LINTOL 4 COURCE BRICKFORCE

100X75 R.W.P

FACE BRICK PLINTH

76X50 BRANDERINGS

OF GROUND
DEPTH OF FOUNDATION TO SUIT NATURE

100mm CONC. SLAB ON D.P.M

COMPACTED FILL.
ON 150mm HARDCORE ON

BED.

40mm SCREED

100mm TILE
SKIRTING.

ON GUTTER BRACKET FIXED
TO END PURLIN.

125X100mm G.I GUTTER

Foundation - Roof Detail
scale 1:50
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FLOOR PLAN, ELEVATIONS, SECTION, SCHEDULE & DETAILS
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Title

Ministry Centre
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H. Mukaratirwa
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Feb 2018

Designed

M. Dube
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BULAWAYO

192383/A/02

M. Dube

gi flushing
200mm

HARVEY CONCRETE
ROOFING TILES

Brick on edge cills with dpc
under to all windows.All
morter joints and holes
exposed at side ends of
cill to be plugged with
crushed brick and cement
mixture to match colour of
cill bricks.

SCALE   :   1:100
FLOOR PLAN

rc beam over sliding
door to eng. specs

rc beam over sliding
door to eng. specs

( Area: 27m² )

(+00.00 )

BEDROOM  1

KITCHENNETE
( porcelain )

( Area: 27m² )

(+00.00 )

BEDROOM  1

( porcelain )
(-100.00 )

( porcelain )

E
7

BATH ROOM NOTES
-Tissue holders
-Bathroom mirrors
-Soap holders/ dishes
-Towel rails
-Water glass holders
-Medicine chest - cabinet
-1800mm high glass wall to
shower /tub side only
-Aluminium sliding shower
doors by specialists
-100mm threshold to shower
areas

VERANDAH ( porcelain )
(-100.00 )

VERANDAH ( porcelain )
(-100.00 )

VERANDAH ( porcelain )
(-100.00 )

230mm Thick brick
wall average
10mm thick morter
joints in stretcher bond

230*230mm Cast
insitu conc. lintel
above all doors and
window openings

Eaves width - 800mm
125x125mm gsi gutter
fixed to be determined
on site by specialists.

230mm Thick brick
wall average
10mm thick morter
joints in stretcher bond

230*230mm Cast
insitu conc. lintel
above all doors and
window openings

Eaves width - 800mm
125x125mm gsi gutter
fixed to be determined
on site by specialists.

230mm Thick brick
wall average
10mm thick morter
joints in stretcher bond

230*230mm Cast
insitu conc. lintel
above all doors and
window openings

Eaves width - 800mm
125x125mm gsi gutter
fixed to be determined
on site by specialists.

230mm Thick brick
wall average
10mm thick morter
joints in stretcher bond

230*230mm Cast
insitu conc. lintel
above all doors and
window openings

Eaves width - 800mm
125x125mm gsi gutter
fixed to be determined
on site by specialists.

NGL min. 200mm
below DPC

NGL min. 200mm
below DPC

NGL min. 200mm
below DPC

FRONT  ELEVATION
SCALE:   1: 100

(plastered & painted) (plastered & painted)

ffl ffl ffl ffl

gi flushinggi flushing

F.G.L F.G.L

SL6OSL6OSL6OSL6O
230mm Thick brick
wall average
10mm thick morter
joints in stretcher bond

230*230mm Cast
insitu conc. lintel

above all doors and
window openings

Eaves width - 800mm
125x125mm gsi gutter
fixed to be determined
on site by specialists.

230mm Thick brick
wall average
10mm thick morter
joints in stretcher bond

230*230mm Cast
insitu conc. lintel

above all doors and
window openings

Eaves width - 800mm
125x125mm gsi gutter
fixed to be determined
on site by specialists.

NGL min. 200mm
below DPC

NGL min. 200mm
below DPC BACK  ELEVATION

SCALE:   1: 100

(plastered & painted)(plastered & painted)

fflfflfflffl

E7(plastered & painted)

(plastered & painted)

(plastered & painted)

(plastered & painted)

SIDE ELEVATION
SCALE:   1: 100

NGL min. 200mm
below DPC

F.G.L F.G.L

230mm Thick brick
wall average
10mm thick morter
joints in stretcher bond

230*230mm Cast
insitu conc. lintel

above all doors and
window openings

Eaves width - 800mm
125x125mm gsi gutter
fixed to be determined
on site by specialists.

230mm Thick brick
wall average
10mm thick morter
joints in stretcher bond

230*230mm Cast
insitu conc. lintel

above all doors and
window openings

Eaves width - 800mm
125x125mm gsi gutter
fixed to be determined
on site by specialists.

NGL min. 200mm
below DPC

NGL min. 200mm
below DPC

(plastered & painted)

(plastered & painted)

(plastered & painted)

(plastered & painted)

SIDE ELEVATION
SCALE:   1: 100

Ngl-Dpc min.
 distance: -200mm

230*230mm Cast insitu
conc. lintel above all
doors and window openings

RC beam to eng.
details and
specifications

RC beam to eng.
details and
specifications

tiles on 38*38 battens
on timber trusses by
spec. manuf. design

Render,set and paint
 all interior walls with
3 coats pva interior
 quality paint.

Porcelin tiles on 20mm Floor screed
on100mm Conc. floor slab Black
polythene dpm on Sand blinding on
Well compacted hardcore

NB: FOUNDATION:
To eng. design & dtl. Depth of foundation
to be determined on site / to stuctural
eng. specifications and design

SECTION:  V
SCALE:  1:100

230*230mm Cast insitu
conc. lintel above all
doors and window openings

Rhinoboard ceiling on 38*
38mm S.W. brandering at
400mm centers max. 75mm
covered cornice

BEDROOM

KITCHENNETE

SECTION:  M
SCALE:  1:100

Brick on edge cills with dpc
under to all windows.All
morter joints and holes
exposed at side ends of
cill to be plugged with
crushed brick and cement
mixture to match colour of
cill bricks.

KITCHENNETE
BEDROOM

BATH
BEDROOM

230*230mm Cast insitu
conc. lintel above all
doors and window openings

Rhinoboard ceiling on 38*
38mm S.W. brandering at

400mm centers max. 75mm
covered cornice

230*230mm Cast insitu
conc. lintel above all
doors and window openings

tiles on 38*38 battens
on timber trusses by
spec. manuf. design

Render,set and paint
 all interior walls with
3 coats pva interior
 quality paint.

gi flushing
200mm

0.00 courses
Top of Conc.
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Roof Apex Level

RC beam to eng.
details and
specifications

Eaves width - 800mm
125x100mm gsi gutter
fixed to be determined
on site by specialists.
100*75mm R.W.P.

Eaves width - 800mm
125x100mm gsi gutter
fixed to be determined
on site by specialists.
100*75mm R.W.P.

Eaves width - 800mm
125x100mm gsi gutter
fixed to be determined
on site by specialists.
100*75mm R.W.P.

DPC

DPC

ffl ffl ffl ffl ffl ffl ffl ffl

ffl ffl

fflfflfflffl

DPC
ffl

Porcelin tiles on 20mm Floor screed
on100mm Conc. floor slab Black
polythene dpm on Sand blinding on
Well compacted hardcore

NB: FOUNDATION:
To eng. design & dtl. Depth of foundation
to be determined on site / to stuctural
eng. specifications and design

Ngl-Dpc min.
 distance: -200mm

Ngl-Dpc min.
 distance: -200mm

Ngl-Dpc min.
 distance: -200mm

Eaves width - 800mm
125x100mm gsi gutter
fixed to be determined
on site by specialists.
100*75mm R.W.P.

Eaves width - 800mm
125x100mm gsi gutter
fixed to be determined
on site by specialists.
100*75mm R.W.P.

Eaves width - 800mm
125x100mm gsi gutter
fixed to be determined
on site by specialists.
100*75mm R.W.P.

Eaves width - 800mm
125x100mm gsi gutter
fixed to be determined
on site by specialists.
100*75mm R.W.P.

ROOF PLAN
SCALE:  1:100

HARVEY CONCRETE
ROOFING TILES

HARVEY CONCRETE
ROOFING TILES

HARVEY CONCRETE
ROOFING TILES

230*230mm Cast insitu
conc. lintel above all
doors and window openings

( porcelain )
WC

WHB
(-75.00 )

Roof timber trusses to by specialist
 manufacturer details & specification
with the S A B S  CAS 197

Roof timber trusses to by specialist
 manufacturer details & specification
with the S A B S  CAS 197

RC beam to eng.
details and
specifications

1:50

PLUMBING NOTES
-REFER TO CIVIL AND MECHANICAL
 ENGINEER'S DRAWINGS.

GENERAL NOTES.
-a.b. denotes air bricks in
 walls
-brick force to all wall at
 every four courses.
-smooth cement plaster all
 walls internally
-render cement float all walls
 externally unless stated.

All given dimensions are in
millimetres.

RC BEAMS OVER TO
STRUCTURAL ENGINEER
DETAILS AND
SPECIFICATIONS

FOUNDATION NOTES
-Depth of conc. footing to  be
determined on site.
-690*230mm conc. footing for all
external walling to eng. specs
-500*200mm conc. footing for all
internal walling to eng. spec

ROOF NOTES
-Roof pitch : 20°
-ac ceiling on 38*38mm r.s. br @
400mm c/c
-Roof timber trusses to eng./
specialist manufacturer design
and specification
-114*38mm wall plate p.a.r.

EAVES AND FASCIABOARD
Eaves width - 800mm
125x100mm gsi gutter fixed to
25x228mm sw fasciaboard with
holder bats at centres to be
determined on site by specialists.
900mm wide precast concrete
paving all round.

EXTERNAL CILLS
Brick on edge cills with dpc under
 to all windows.
All morter joints and holes exposed
at side ends of cill to be plugged with
crushed brick and cement mixture
to match colour of cill bricks.

DRIPSTONE
All rainwater downpipes to discharge
 onto 450x650mm precast conc.
and to be laid on 75mm well
compacted sandbed to structural
engineer`s approval.

BATH

D2

fr

KITCHENNETE

( porcelain )

WC

WHB

(-75.00 )

BATH

b.i.c

D1

D1

D2

fr

b.i.c

rc beam over sliding
door to eng. specs

rc beam over sliding
door to eng. specs

( Area: 27m² )

(+00.00 )

BEDROOM  1

KITCHENNETE
( porcelain )

( Area: 27m² )

(+00.00 )

BEDROOM  1

( porcelain )

( porcelain )
WC

WHB
(-75.00 )

BATH

D2

fr

KITCHENNETE

( porcelain )

WC

WHB

(-75.00 )

BATH

345*345mm
brick pier

345*345mm
brick pier

345*345mm
brick pier

345*345mm
brick pier

FALL FALL

FALL FALL

FALL FALL

FALL FALL

M. Dube

BEDROOM

KITCHENNETE

ffl

C4F
E7

C4F
E7

C4F
E7

225x12mm Asbestos
cement fibre fascia board
 fixed to edge of rafters

225x12mm Asbestos
cement fibre fascia board
 fixed to edge of rafters

225x12mm Asbestos
cement fibre fascia board
 fixed to edge of rafters

MAITENGWE

ZIMRA: STAFF ACCOMMODATION


